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(d) Limitations. Copolymer blends de-
scribed above shall not exceed 30 per-
cent by weight of ethylene/l, 3-phenyl-
ene oxyethylene isophthalate/
terephthalate copolymer. The finished
blend may be used in contact with food
only under conditions of use C through
G, as described in table 2 of §176.170(c)
of this chapter, except that with food
identified as Type Ill, IV-A, V, VII-A,
and IX in §176.170(c), table 1, the co-
polymer may be used under condition
of use C at temperatures not to exceed
160 °F (71 °C).

[57 FR 43399, Sept. 21, 1992, as amended at 59
FR 62318, Dec. 5, 1994; 61 FR 14481, Apr. 2,
1996; 62 FR 34628, June 27, 1997]

§177.1350 Ethylene-vinyl
polymers.

Ethylene-vinyl acetate copolymers
may be safely used as articles or com-
ponents of articles intended for use in
producing, manufacturing, packing,
processing, preparing, treating, pack-
aging, transporting, or holding food in
accordance with the following pre-
scribed conditions:

(a) Ethylene-vinyl acetate copoly-
mers consist of basic resins produced
by the catalytic copolymerization of
ethylene and vinyl acetate to which
may have been added certain optional
substances to impart desired techno-
logical or physical properties to the
resin. Subject to any limitations pre-
scribed in this section, the optional
substances may include:

(1) Substances generally recognized
as safe in food and food packaging.

(2) Substances the use of which is
permitted under applicable regulations
in parts 170 through 189 of this chapter,
prior sanction, or approvals.

®3) Substances identified in
§175.300(b)(3) (xxv), (xxvii), (xxx), and
(xxxiii) of this chapter, and colorants
used in accordance with §178.3297 of
this chapter.

(4) Erucamide as
§178.3860 of this chapter.

(5) Xanthan gum as identified in
§172.695 for use as a thickening agent
at a level not to exceed 1 percent by
weight of coating solids in aqueous dis-
persions of ethylene-vinyl acetate co-
polymers, where such copolymers are
used only as coatings or a component
of coatings.
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(6) The copolymer of vinylidene fluo-
ride and hexafluoropropene (CAS Reg.
No. 9011-17-0), containing 65 to 71 per-
cent fluorine and having a Mooney Vis-
cosity of at least 28, for use as a proc-
essing aid at a level not to exceed 0.2
percent by weight of ethylene-vinyl ac-
etate copolymers.

(b) Ethylene-vinyl acetate copoly-
mers, with or without the optional sub-
stances described in paragraph (a) of
this section, when extracted with the
solvent or solvents characterizing the
type of food, and under conditions of
time and temperature characterizing
the conditions of their intended use as
determined from tables 1 and 2 of
§176.170(c) of this chapter, shall yield
net chloroform-soluble extractives cor-
rected for zinc as zinc oleate not to ex-
ceed 0.5 milligram per square inch of an
appropriate sample.

(c) The provisions of paragraph (b) of
this section are not applicable to ethyl-
ene-vinyl acetate copolymers used in
food-packaging adhesives complying
with §175.105 of this chapter.

(d) Ethylene-vinyl acetate copoly-
mers may be irradiated under the fol-
lowing conditions to produce molecular
crosslinking of the polymers to impart
desired properties such as increased
strength and increased ability to
shrink when exposed to heat:

(1) Electron beam source of ionizing
radiation at a maximum energy of 3
million electron volts: Maximum ab-
sorbed dose not to exceed 150 kiloGray
(15 megarads).

(2) The finished food-contact film
shall meet the extractives limitations
prescribed in paragraph (e)(2) of this
section.

(3) The ethylene-vinyl acetate co-
polymer films may be further irradi-
ated in accordance with the provisions
of paragraph (e)(1) of this section: Pro-
vided, That the total accumulated radi-
ation dose from both electron beam
and gamma ray radiation does not ex-
ceed 150 kiloGray (15 megarads).

(e) Ethylene-vinyl acetate copolymer
films intended for contact with food
may be irradiated to control the
growth of microorganisms under the
following conditions:

(1) Gamma photons emitted from a
cobalt-60 sealed source in the dose
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Food and Drug Administration, HHS
range of 5-50
megarads).

(2) The irradiated ethylene-vinyl ace-
tate copolymer films, when extracted
with reagent grade n-heptane (freshly
redistilled before use) according to
methods described under §176.170(d)(3)
of this chapter, at 75 °F for 30 minutes
shall yield total extractives not to ex-
ceed 4.5 percent by weight of the film.

[42 FR 14572, Mar. 15, 1977, as amended at 43
FR 29287, July 7, 1978; 54 FR 35874, Aug. 30,
1989; 55 FR 18595, May 3, 1990; 56 FR 42932,
Aug. 30, 1991]
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§177.1360 Ethylene-vinyl acetate-vinyl
alcohol copolymers.

Ethylene-vinyl acetate-vinyl alcohol
copolymers (CAS Reg. No. 26221-27-2)
may be safely used as articles or com-
ponents of articles intended for use in
contact with food, in accordance with
the following prescribed conditions:

(a) Ethylene-vinyl acetate-vinyl alco-
hol copolymers are produced by the
partial or complete alcoholysis or hy-
drolysis of those ethylene-vinyl acetate
copolymers complying with §177.1350.

(1) Those copolymers containing a
minimum of 55 percent ethylene and a
maximum of 30 percent vinyl alcohol
units by weight may be used in contact
with foods as described in paragraph (b)
of this section.

(2) Those copolymers containing a
minimum of 55 percent ethylene and a
maximum of 15 percent vinyl alcohol
units by weight may be used in contact
with foods as described in paragraph (c)
of this section.

(3) Those copolymers containing 20 to
40 percent ethylene and 60 to 80 percent
vinyl alcohol units by weight may be
used in contact with foods as described
in paragraph (d) of this section.

(b) The finished food-contact article
shall not exceed 0.013 centimeter (0.005
inch) thickness and shall contact foods
only of the types identified in table 1 of
§176.170(c) of this chapter in Categories
I, 11, IV-B, VI, VII-B, and VIII under
conditions of use D through G de-
scribed in table 2 of §176.170(c) of this
chapter. Film samples of 0.013 centi-
meter (0.005) inch thickness represent-
ing the finished article shall meet the
following extractive limitation when
tested by ASTM method F34-76 (Re-
approved 1980), ‘“‘Standard Test Method

§177.1360

for Liquid Extraction of Flexible Bar-
rier Materials,”” which is incorporated
by reference. Copies may be obtained
from the American Society for Testing
Materials, 1916 Race St., Philadelphia,
PA 19103, or may be examined at the
Office of the Federal Register, 800
North Capitol Street, NW., suite 700,
Washington, DC 20408.

(1) The film when extracted with dis-
tilled water at 21 °C (70 °F) for 48 hours
yields total extractives not to exceed
0.0047 milligram per square centimeter
(0.03 milligram per square inch) of
food-contact surface.

(2) The film when extracted with 50
percent ethyl alcohol at 21 °C (70 °F) for
48 hours yields total extractives not to
exceed 0.0062 milligram per square cen-
timeter (0.04 milligram per square
inch) of food-contact surface.

(c) The finished food-contact article
shall not exceed 0.0076 centimeter (0.003
inch) thickness and shall contact foods
only of the types identified in table 1 of
§176.170(c) of this chapter in Categories
11, IV-A, VII-A, and IX under condi-
tions of use F and G described in table
2 of §176.170(c) of this chapter. Film
samples of 0.0076 centimeter (0.003 inch)
thickness representing the finished ar-
ticles shall meet the following extrac-
tive limitation when tested by ASTM
method F34-76 (Reapproved 1980),
‘“‘Standard Test Method for Liquid Ex-
traction of Flexible Barrier Materials,”
which is incorporated by reference. The
availability of this incorporation by
reference is given in paragraph (b) of
this section. The film when extracted
with n-heptane at 38 °C (100 °F) for 30
minutes yields total extractives not to
exceed 0.0078 milligram per square cen-
timeter (0.05 milligram per square
inch) of food-contact surface, after cor-
recting the total extractives by divid-
ing by a factor of five.

(d) The finished food-contact article
shall not exceed 0.018 centimeter (0.007
inch) thickness and may contact all
foods except those containing more
than 8 percent alcohol under conditions
of use B through H described in table 2
of §176.170(c) of this chapter. Film sam-
ples of 0.018 centimeter (0.007 inch)
thickness representing the finished ar-
ticles shall meet the following extrac-
tive limitation when tested by ASTM
method F34-76 (Reapproved 1980),
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